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                                                                                                    CNC NAPOLI ς 3 & 4 Axis  4000/7000/9000 mm Double zone 
 

STD VERSION INCLUDES NAPOLI 4.0 NAPOLI TWIN 7.0 NAPOLI TWIN 9.0 

 3 axis 4 axis 3 axis 4 axis 3 axis 4 axis 
Á N. 1 electro spindle 5,5 kW ς 0/18.000 rpm ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 4 manual positioning clamps ¾ ¾     
Á N. 8 manual positioning clamps    ¾ ¾ ¾ ¾ 
Á N. 8 tool positions changing rack ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 1 zero setting points pneumatic swelling ¾ ¾     
Á N. 2 zero setting points pneumatic swelling   ¾ ¾ ¾ ¾ 
Á N. 1 impulse oil lubrication spryer  
     on the electro spindle 

¾ ¾ ¾ ¾ ¾ ¾ 

Á Single zone working ¾ ¾     
Á Double zone working  optional  ¾ ¾ ¾ ¾ 
Á Security system with optoelectronic barriers (per each zone) ¾  ¾ ¾ ¾ ¾ 
Á Safety protection on 3 sides  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Automatic tool rack system managed by CNC ¾ ¾ ¾ ¾ ¾ ¾ 
Á Fast & easy changing system ISO 30 ¾ ¾ ¾ ¾ ¾ ¾ 
Á Manual slides greasing   ¾ ¾ ¾ ¾ ¾ ¾ 
Á Chip conveyor bin  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Cooling system by electro fan ¾ ¾ ¾ ¾ ¾ ¾ 
Á Numeric control   ¾ ¾ ¾ ¾ ¾ ¾ 
Á PC with мтέ monitor  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Hard Disk 80  Gb capacity ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 2 USB ports  ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 1 mouse  ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. keyboard  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Diskette drive ¾ ¾ ¾ ¾ ¾ ¾ 
Á Serial and parallel interfaces for online  
    connection, barcode scanner, modem and label printer.  

¾ ¾ ¾ ¾ ¾ ¾ 

Á Program language ISO standard.  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Interface Microsoft windows XP Professional. ¾ ¾ ¾ ¾ ¾ ¾ 
Á Movable Operator console    ¾ ¾ ¾ ¾ ¾ ¾ 
Á Programming software ITALSOFT CAD-CAM visual 3D (optional) optional optional optional optional optional optional 
Á Air gun and feed spiral plastic pipe ¾ ¾ ¾ ¾ ¾ ¾ 
Á Service spanner for cones ¾ ¾ ¾ ¾ ¾ ¾ 
Á Documentation/manuals belonging  to the machine:  
Ç CE Conformity certificate  Ç User & maintenance manual 
Ç CNC manual ÇOperator manual Ç Electric pneumatic drawing of CNC 
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                               CNC NAPOLI – 3 and 4 Axis Machining center 

 

 

 
4 axis Spindle 5,5 Kw 0-24.000 rpm 

 
Movable PC console 

 
Tool rack 16 tool positions 

 
 Clamps system 

 
Pneumatic Zero setting point reference  

 
Electronic safety barriers 

   
OPTIONS AVAILABLE  for each model: NAPOLI 4.0 NAPOLI TWIN 7.0 NAPOLI TWIN 9.0 

   3 axis 4 axis 3 axis 4 axis 3 axis 4 axis 
Á Pneumatic positioning and blocking clamp system on X axes ¾ ¾ ¾ ¾ ¾ ¾ 
Á Automatic positioning and blocking clamp system on X axes ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 1 Additional clamp group system (manual positioning) ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 1 Additional clamp group system (pneumatic positioning) ¾ ¾ ¾ ¾ ¾ ¾ 
Á N. 1 Additional clamp group system (automatic positioning) ¾ ¾ ¾ ¾ ¾ ¾ 
Á Additional zero setting points pneumatic swelling ¾ ¾ ¾ ¾ ¾ ¾ 
Á Double zone working (TWIN system) ¾ ¾     
Á Surcharges for electro-spindle HSD ES919  - 7,5 kW 0-24.000 rpm  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Automatic greasing screw group ¾ ¾ ¾ ¾ ¾ ¾ 
Á Chip conveyor belt for PEGASO  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Kit tools for PEGASO complete of: 

n. 8 tool holders ISO 30 with  jaws ER 16 ς ER 25 
n. 5 hard metal milling tools D. 5/6/8/10/12 
n. 3 HSS drill bits D. 4/6/8 

¾ ¾ ¾ ¾ ¾ ¾ 

Á Kit tools for PEGASO complete of: 
n. 8 tool holders ISO 30 with  jaws ER 16 ς ER 25 
n. 5 hard metal milling tools D. 5/6/8/10/12 

     n. 3 HSS drill bits D. 4/6/8 
     n. 1 angular head with double tools (2 jaws + 2 HM milling tools D. 8 mm included) 

¾  ¾  ¾  

Á Counter-Balanced Threading Tap ISO 30 M3-M12 ¾ ¾ ¾ ¾ ¾ ¾ 
Á Rigid Tap Holder M3/M6/M8/M10  ¾ ¾ ¾ ¾ ¾ ¾ 
Á End milling-group system ISO 30 including: 
    Tool holder ISO 30 ER 32 with jaw D. 20 mm 
    Milling tool holder circular D. 32 axle D. 20 mm 
    Milling tool Widia material D. 120 mm thickness 5 mm Z. 18 mm 

¾ ¾ ¾ ¾ ¾ ¾ 

Á Full soundproof enclosure  ¾ ¾ ¾ ¾ ¾ ¾ 
Á Evaporating Non-Toxic Oil Package 5 lt ITALOIL AL10 ¾ ¾ ¾ ¾ ¾ ¾ 
Á Laser Preset Tool to measure tool length   ¾ ¾ ¾ ¾ ¾ ¾ 
Á Wireless Bar Code Reader ¾ ¾ ¾ ¾ ¾ ¾ 
Á Electronic calliper for scanning the high of the profile ¾ ¾ ¾ ¾ ¾ ¾ 
Á PRO-LINK driver for integration to external calculation programs ¾ ¾ ¾ ¾ ¾ ¾ 
Á Programming software ITALSOFT CAD-CAM Visual 3D ¾ ¾ ¾ ¾ ¾ ¾ 
Á Programming software FLY-CAM CAD-CAM   3D ¾ ¾ ¾ ¾ ¾ ¾ 
Á TELE-SERVICE for remote control by Ethernet connection ¾ ¾ ¾ ¾ ¾ ¾ 
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Technical Details: NAPOLI 4.0 

3 and 4 Axis Version 
NAPOLI 7.0 

3 and 4 Axis Version 
NAPOLI 9.0 

3 and 4 axis Version 
X  Axis Travel Dimensions: 4000mm 7000mm 9000mm 

Y  Axis Travel Dimensions: 700mm 700mm 700mm 

Z  Axis Travel Dimensions: 230mm 230mm 230mm 

A  Axis Rotation Around X  Axis: da-90° a + 90° Continuse 
from -90° a + 90° non stop 

da-90° a + 90° Continuse 
from -90° a + 90° non stop 

da-90° a + 90° Continuse 
from -90° a + 90° non stop 

Axis Speed: X 80 m/min Y 60 m/min 
Z 30 m/min 

X 80 m/min Y 60 m/min 
Z 30 m/min 

X 80 m/min Y 60 m/min 
Z 30 m/min 

Axis Acceleration:  
 

X 2 m/sec²   Y 1.6 m/sec² 
Z 1 m/sec² 

X 2 m/sec²   Y 1.6 m/sec² 
Z 1 m/sec² 

X 2 m/sec²   Y 1.6 m/sec² 
Z 1 m/sec² 

Tool Magazin Capacity: 8 Tools 8 Tools 8 Tools 

Maximum Milling Tool Diameter: 120mm 120mm 120mm 

Number of Stops References:  1 Pneumatic 2 Pneumatic 2 Pneumatic 

Operation Areas: 1 2 with Twin System 2 with Twin System  

Number of Clamps: 4 Manual 8 Manual 8 Manual 

Optional Automatic Clamp Positioning: Pneumatic Pneumatic Pneumatic 

Spindle Motor Power: 5.5 Kw 5.5 Kw 5.5 Kw 

Rated Torque:  3.6 nm a 12,000 RPM 3.6 nm a 12,000 RPM 3.6 nm a 12,000 RPM 

Maximum Spindle Speed: 18,000 RPM 18,000 RPM 18,000 RPM 

Tool Taper: ISO 30 DIN 69871 ISO 30 DIN 69871 ISO 30 DIN 69871 

Cooling System: Electric Fan Electric Fan Electric Fan 

Lubrication Tank Capacity: 2.2 Liter 2.2 Liter 2.2 Liter 

Operating Air Pressure: 7 Bar 7 Bar 7 Bar 

Air Consumption:  180 NI/min 180 NI/min 180 NI/min 

Total Power: 10 Kw with 3 Axis 
11 Kw with 4 Axis 

10 Kw with 3 Axis 
11 Kw with 4 Axis 

10 Kw with 3 Axis 
11 Kw with 4 Axis 

Maximum Amps @ 400 Volt: 32 32 32 

Tracks Lubrication and Greasing: Manual Manual Manual 

Weight: 2300 Kg. 3200 Kg. 3500 Kg. 

Overall Dimensions:   6100 x 2750 x 2000mm 9100 x 2750 x 2000mm 11,100 x 2750 x 2000mm 

 

 


